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PLATFORM VEHICLES

Platform semi-trailers / Platform fifth-wheel trailers / Platform tandem trailers
Panav platform extensions / Panav platform sets / Special platform vehicles

PRODUCT ADVANTAGES AND POSSIBILITIES

+ 2-ton anchoring lugs embedded in the outer frame for securing cargo
« Floor made of a special toughened plywood
¢ Altarnative whaelbase of the 1310 to 1810 mm axles
¢ Contar handine and sliding HESTAL posts
¢ momsE-db-2-qork pursuant to the EN 12 642 XL standard
i “ structure for making the loading process easier by up to 350 mm, roller roof
~ issing or not-passing sets
m for transporting pallets in two levels
* A wide range of the cargo platform lengths
:ured in two different levels
+ Extended steel protection of the rear end

SINCE 1896

High-volume
ANV + TVK18 set

High-volume ANV + TVK10 set

Why with us?

Partner with a tradition that
exceeds hundred years

Special and individual customized solutions

High-quality service network

Extensive portfolio of high-quality
and time-tested products

Strictly Czech company without any foreign capital

High quality galvanized frame of the
post structure on all vehicles

Option to select axles from renowned manufacturers,
such as BPW, SAF or GIGANT, including axle
lifting and turning



PLATFORM VEHICLES

Platform semi-trailers / Platform fifth-wheel trailers / Platform tandem trailers

Panav platform extensions / Panav platform sets / Special platform vehicles

Platform trailer
PV024

* Anchoring lugs embedded in the outer
frame for securing cargo

* Floor made of a special toughened plywood
~ Many variants of the bodyworks and cargo platforms

Platform semi-trailer
NVK36 for combined transport

r

Intermodaini navés pro dvé cesty

*/Anchoring lugs embedded in the outer frame for securing cargo

« Floor made of a special toughened plywood

* Four loading pockets for combined transport

« Lifting the roof structure for making the loading
process easier by up to 350 mm

~ Marine lugs for ferry transport

High-volume platform o B
semi-trailer NVK35

Certified bodywork pursuant to the EN 12 642 XL standard
Center bending and sliding HESTAL posts

Lifting the roof structure for making the loading

process easier by up to 350 mm, roller roof

Dual floor system for transporting pallets in two levels
Roof can be secured in two different levels

SINCE 1896

TIPPER VEHICLES

Tipping semi-trailers / Tipping fifth wheel trailers / Tipping tandem trailers

Panav tipping bodies / Panav tipping sets / Special tipping vehicles

Tipping trailer + High-quality tilt cylinder

+ Platform made of a high-quality material called HARDOX
PS31 8 * Variable height of the sidewalls - 800, 1000 or 1200 mm
¢ Aluminum or steel sidewall bodies
* Hydraulic opening of the sidewalls
and air-controlled discharge flaps
* Tarp




TIPPER VEHICLES

Tipping semi-trailers / Tipping fifth wheel trailers / Tipping tandem trailers

Panav tipping bodies / Panav tipping sets / Special tipping vehicles

* High-quality tilt cylinder

+ Platform floor made of high-quality
material called HARDOX

* Steel or aluminum platform

+ Variable height of the sidewalls - 800, 1000 or 1200 mm

* Aluminum or steel sidewall bodies Tlpplng tra,ler
+ Hydraulic opening of the sidewalls and discharge flaps PS324

¢ Tarp

Tipping semi-trailer
NS136

* High-quality tilt cylinder

* Angular aluminum platform with
a volume of 40 - 60 m3

« Platform modification for pallets
or for transporting bulk material

+ Possible Hardox lining

* Possible platform modifications
for additional equipment

“ Tarp

Tipping semi-trailer
NS136

* High-quality tilt cylinder

* Tipper body load volume
of 24.5 m* or 29 m*

* Platform made of a high-quality material,
such as HARDOX, DOMEX, or Al design

* Maximum stability thanks to automatic lowering device

« Tarp

Tipping tandem :rlif:f;:'t:Irirt\::::fy:l?;:-quality material called HARDOX
trailer TS318

+Variable height of the sidewalls - 800, 1000 or 1200 mm
* Aluminum or steel sidewall bodies

* Hydraulic opening of the sidewalls
and air-controlled discharge flaps
*Tarp




Tipping body * The ANS tipping body is mounted on a chassis supplied T I P P E R V E H I C L E S

for this purpose by a given customer
ANS + TS31 8 + High-quality tilt cylinder
* Platform made of a high-quality material called HARDOX
* Possibility to choose from several cargo volume alternatives
* Steel or aluminum sidewalls
* Hydraulic tipping of the sidewalls
* Platform covered by a tarp

Tipping semi-trailers / Tipping fifth wheel trailers / Tipping tandem trailers
Panav tipping bodies / Panav tipping sets / Special tipping vehicles

CONTAINER VEHICLES

Container semi-trailers / Container fifth-wheel trailers / Special container vehicles
Container vehicles with loading cranes

Container
semi-trailer
NVC39 e

« Several variants based on the type of the transported
containers pursuant to standard ISO 1
+ Steering axle option

Container trailer
PVC24

Platform semi-trailer

+ Strong and resilient frame structure

NVD39 for transporting  Variable STARCHIONS (aluminum or steel)

* Sliding starchions option

timber * Steering axle option

* Several variants based on the type
of the transported containers - rolling or tub
* Air-controlled dropping shaft



BOX VEHICLES

Box semi-trailers

Two-axle special
semi-trailer NZ027M

* Special semi-trailer for the Czech Biathlon Union

+ Hydraulically sliding side compartments

* Special interior modifications for service equipment

* Interior modifications based on customer requirements

Box platform semi-trailer NVB36

*IFloor made of water resistant, toughened plywood, 27 or 30 mm thick
« Screwed-in anchoring slats along both sides for fastening cargo
« Kick-protection plate on the front side and on the bodywork sides

* Interior modification based on customer requirements, for example, interior lighting



CARRIERS FOR REPLACEABLE BODY

Carriers and tandem carriers of the replaceable Panav bodies / Set for
transporting the replaceable Panav bodies / Replaceable Panav bodies

¢ It has been designed for transporting replaceable bodies
of the C class (sizes C 715, C 745 and C 785) and of special replaceable
Jebadies ket dyrHE AT AAbE (DI (RN 284 etiRBlTIONE1 S,
Cof 4patfor@bar spaciisigh vyménnych nastaveb konstruovanych
- PRAhBYIRPRiEptedBIsie MM E N v Ma k@ dies
'n%ﬁg@gﬁm@‘é%ﬁe@’asy handling during the loading process

Kotvici prvky pro zajisténi prepravovanych nastaveb
Zaréazky a rolny pro snadnou manipulaci pfi nakladce

Replaceable platform bodies
Carrier set of replaceable bodies
VNK + ANN + TVN18









